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AIR METHODS CORPORATION Eurocopter Model AS 350 B3 AAIP 
  


Page No: TR-1 
Revision: Temp Rev. 1 


Issue Date: 01//27/11 
SECTION::   A 6032 RT – AIRFRAME INSPECTION PROGRAM 


TYPE:  72 MONTH INSPECTION 
NOTE:  Calendar exceedance is restricted to 6 Months. These inspections are 


  to be carried out 12 years after initial setting to service. 
 


Registration No.: N Start  Aircraft Start Total Time:  
Aircraft S/N:  Date:  Aircraft Start Total Cycles:  


Reference:  AEC AS 350 B3 Maintenance Program 05.20.02 


 
  


MECHANIC’S 
INITIALS MAINTENANCE ACTION REFERENCE 


  
A 6032.1 GENERAL 
   
1.1 Logbook review for recorded discrepancies. Correct discrepancies on installed 


equipment. 
  


   
1.2 Ensure all applicable and required Special Inspections, Alert Service Bulletins 


(ASB’s), Engine Service Bulletins, and Airworthiness Directives (AD’s) are 
accomplished. 


  


   
1.3 Replace all life limited components that have completed published operating limits. AS350B3 MP  
   
1.4 Overhaul all components that have completed published operating limits. AS350B3 MP  
   
A 6032.2 ROTORS 60-00 


 
Effectivity: Normal climatic conditions. 
 
NOTE: The below inspections are to be carried out at the interval 12 
Years after initial setting to service. 


 


   
2.1 MAIN ROTOR HUB MET 


05.39.00.601 
 


 Para 3.1  
A 6032.3 POST INSPECTION 
   
3.1 Inspect for operation and leaks.   
   
3.2 Replace or close all applicable trim panels, covers, access and inspection 


doors/covers as necessary. 
  


   
3.3 Perform Functional Check Flight if required per AMC General Maintenance 


Manual, AS350 MM, or RFM as appropriate. 
  


   
3.4 Make an entry in the appropriate logbook (refer to the following page for wording of 


approval for return to service). 
  


   
 







AIR METHODS CORPORATION Eurocopter Model AS 350 B3 AAIP 
  


Page No: TR-2 
Revision: Temp Rev. 1 


Issue Date: 01//27/11 
SECTION::   A 6032 RT – AIRFRAME INSPECTION PROGRAM 


TYPE:  72 MONTH INSPECTION 
NOTE:  Calendar exceedance is restricted to 6 Months. These inspections are 


  to be carried out 12 years after initial setting to service. 
 
Upon satisfactory completion of each inspection item, the mechanic shall initial the pertinent space as provided.  All 
mechanics shall sign and initial, in the space provided, at the end of the form. 
 
At the completion of each inspection form, an A&P mechanic shall check the entire form for completion and then enter 
his/her signature, certificate type and number, and date in the space provided at the end of the form.  The same 
individual is also responsible for making the logbook entry shown at the conclusion of this inspection. 
 
I certify that I have inspected all the items initialed by me in accordance with Air Methods’ AS 350 B3 Approved Aircraft 
Inspection Program and found them to be in an airworthy condition except as may be noted in the Aircraft Logbook. 
 


   
INITIALS SIGNATURE CERTIFICATE TYPE & NUMBER 


   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   


 
I have reviewed this inspection form to verify that all items have been completed and have made an entry in the Aircraft 
Log Book. 
 


I certify that this aircraft has been inspected in accordance with Air Methods’ AS 350 B3 
AAIP – A 6032 RT – 72 Month Inspection and was determined to be in an airworthy 
condition. 


 
Registration No.: N End  Aircraft Ending Total Time:  


Aircraft S/N:  Date:  Aircraft Ending Total Cycles:  
 


Signature:   Certificate Type & No:  
 
 








AIR METHODS CORPORATION Eurocopter Model AS 350 B3 AAIP 
  


Page No: TR-1 
Revision: Temp Rev. 1 


Issue Date: 01//27/11 
SECTION::   A 6033 RT – AIRFRAME INSPECTION PROGRAM 


TYPE:  72 MONTH INSPECTION 
NOTE:  Calendar exceedance is restricted to 6 Months. These inspections are 


  to be carried out 12 years after initial setting to service. 
 


Registration No.: N Start  Aircraft Start Total Time:  
Aircraft S/N:  Date:  Aircraft Start Total Cycles:  


Reference:  AEC AS 350 B3 Maintenance Program 05.20.02 


 
  


MECHANIC’S 
INITIALS MAINTENANCE ACTION REFERENCE 


  
A 6033.1 GENERAL 
   
1.1 Logbook review for recorded discrepancies. Correct discrepancies on installed 


equipment. 
  


   
1.2 Ensure all applicable and required Special Inspections, Alert Service Bulletins 


(ASB’s), Engine Service Bulletins, and Airworthiness Directives (AD’s) are 
accomplished. 


  


   
1.3 Replace all life limited components that have completed published operating limits. AS350B3 MP  
   
1.4 Overhaul all components that have completed published operating limits. AS350B3 MP  
   
A 6033.2 ROTORS 60-00 


 
Effectivity: Normal climatic conditions. 
 
NOTE: The below inspections are to be carried out at the interval 12 
Years after initial setting to service. 


 


   
2.1 MAIN ROTOR SHAFT MET 


05.39.00.601 
 


 Para 3.2  
A 6033.3 POST INSPECTION 
   
3.1 Inspect for operation and leaks.   
   
3.2 Replace or close all applicable trim panels, covers, access and inspection 


doors/covers as necessary. 
  


   
3.3 Perform Functional Check Flight if required per AMC General Maintenance 


Manual, AS350 MM, or RFM as appropriate. 
  


   
3.4 Make an entry in the appropriate logbook (refer to the following page for wording of 


approval for return to service). 
  


   
 







AIR METHODS CORPORATION Eurocopter Model AS 350 B3 AAIP 
  


Page No: TR-2 
Revision: Temp Rev. 1 


Issue Date: 01//27/11 
SECTION::   A 6033 RT – AIRFRAME INSPECTION PROGRAM 


TYPE:  72 MONTH INSPECTION 
NOTE:  Calendar exceedance is restricted to 6 Months. These inspections are 


  to be carried out 12 years after initial setting to service. 
 
Upon satisfactory completion of each inspection item, the mechanic shall initial the pertinent space as provided.  All 
mechanics shall sign and initial, in the space provided, at the end of the form. 
 
At the completion of each inspection form, an A&P mechanic shall check the entire form for completion and then enter 
his/her signature, certificate type and number, and date in the space provided at the end of the form.  The same 
individual is also responsible for making the logbook entry shown at the conclusion of this inspection. 
 
I certify that I have inspected all the items initialed by me in accordance with Air Methods’ AS 350 B3 Approved Aircraft 
Inspection Program and found them to be in an airworthy condition except as may be noted in the Aircraft Logbook. 
 


   
INITIALS SIGNATURE CERTIFICATE TYPE & NUMBER 


   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   


 
I have reviewed this inspection form to verify that all items have been completed and have made an entry in the Aircraft 
Log Book. 
 


I certify that this aircraft has been inspected in accordance with Air Methods’ AS 350 B3 
AAIP – A 6033 RT – 72 Month Inspection and was determined to be in an airworthy 
condition. 


 
Registration No.: N End  Aircraft Ending Total Time:  


Aircraft S/N:  Date:  Aircraft Ending Total Cycles:  
 


Signature:   Certificate Type & No:  
 
 








AIR METHODS CORPORATION Eurocopter Model AS 350 B3 AAIP 
  


Page No: TR-1 
Revision: Temp Rev. 1 


Issue Date: 01//27/11 
SECTION::   A 6034 RT – AIRFRAME INSPECTION PROGRAM 


TYPE:  72 MONTH INSPECTION 
NOTE:  Calendar exceedance is restricted to 6 Months. These inspections are 


  to be carried out 12 years after initial setting to service. 
 


Registration No.: N Start  Aircraft Start Total Time:  
Aircraft S/N:  Date:  Aircraft Start Total Cycles:  


Reference:  AEC AS 350 B3 Maintenance Program 05.20.02 


 
  


MECHANIC’S 
INITIALS MAINTENANCE ACTION REFERENCE 


  
A 6034.1 GENERAL 
   
1.1 Logbook review for recorded discrepancies. Correct discrepancies on installed 


equipment. 
  


   
1.2 Ensure all applicable and required Special Inspections, Alert Service Bulletins 


(ASB’s), Engine Service Bulletins, and Airworthiness Directives (AD’s) are 
accomplished. 


  


   
1.3 Replace all life limited components that have completed published operating limits. AS350B3 MP  
   
1.4 Overhaul all components that have completed published operating limits. AS350B3 MP  
   
A 6034.2 ROTORS 60-00 


 
Effectivity: Normal climatic conditions. 
 
NOTE: The below inspections are to be carried out at the interval 12 
Years after initial setting to service. 


 


   
2.1 MAIN GEARBOX MET 


05.39.00.601 
 


 Para 3.3  
A 6034.3 POST INSPECTION 
   
3.1 Inspect for operation and leaks.   
   
3.2 Replace or close all applicable trim panels, covers, access and inspection 


doors/covers as necessary. 
  


   
3.3 Perform Functional Check Flight if required per AMC General Maintenance 


Manual, AS350 MM, or RFM as appropriate. 
  


   
3.4 Make an entry in the appropriate logbook (refer to the following page for wording of 


approval for return to service). 
  


   
 







AIR METHODS CORPORATION Eurocopter Model AS 350 B3 AAIP 
  


Page No: TR-2 
Revision: Temp Rev. 1 


Issue Date: 01//27/11 
SECTION::   A 6034 RT – AIRFRAME INSPECTION PROGRAM 


TYPE:  72 MONTH INSPECTION 
NOTE:  Calendar exceedance is restricted to 6 Months. These inspections are 


  to be carried out 12 years after initial setting to service. 
 
Upon satisfactory completion of each inspection item, the mechanic shall initial the pertinent space as provided.  All 
mechanics shall sign and initial, in the space provided, at the end of the form. 
 
At the completion of each inspection form, an A&P mechanic shall check the entire form for completion and then enter 
his/her signature, certificate type and number, and date in the space provided at the end of the form.  The same 
individual is also responsible for making the logbook entry shown at the conclusion of this inspection. 
 
I certify that I have inspected all the items initialed by me in accordance with Air Methods’ AS 350 B3 Approved Aircraft 
Inspection Program and found them to be in an airworthy condition except as may be noted in the Aircraft Logbook. 
 


   
INITIALS SIGNATURE CERTIFICATE TYPE & NUMBER 


   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   


 
I have reviewed this inspection form to verify that all items have been completed and have made an entry in the Aircraft 
Log Book. 
 


I certify that this aircraft has been inspected in accordance with Air Methods’ AS 350 B3 
AAIP – A 6034 RT – 72 Month Inspection and was determined to be in an airworthy 
condition. 


 
Registration No.: N End  Aircraft Ending Total Time:  


Aircraft S/N:  Date:  Aircraft Ending Total Cycles:  
 


Signature:   Certificate Type & No:  
 
 








AIR METHODS CORPORATION Eurocopter Model AS 350 B3 AAIP 
  


Page No: TR-1 
Revision: Temp Rev. 1 


Issue Date: 01//27/11 
SECTION::   A 6035 RT – AIRFRAME INSPECTION PROGRAM 


TYPE:  72 MONTH INSPECTION 
NOTE:  Calendar exceedance is restricted to 6 Months. These inspections are 


  to be carried out 12 years after initial setting to service. 
 


Registration No.: N Start  Aircraft Start Total Time:  
Aircraft S/N:  Date:  Aircraft Start Total Cycles:  


Reference:  AEC AS 350 B3 Maintenance Program 05.20.02 


 
  


MECHANIC’S 
INITIALS MAINTENANCE ACTION REFERENCE 


  
A 6035.1 GENERAL 
   
1.1 Logbook review for recorded discrepancies. Correct discrepancies on installed 


equipment. 
  


   
1.2 Ensure all applicable and required Special Inspections, Alert Service Bulletins 


(ASB’s), Engine Service Bulletins, and Airworthiness Directives (AD’s) are 
accomplished. 


  


   
1.3 Replace all life limited components that have completed published operating limits. AS350B3 MP  
   
1.4 Overhaul all components that have completed published operating limits. AS350B3 MP  
   
A 6035.2 ROTORS 60-00 


 
Effectivity: Normal climatic conditions. 
 
NOTE: The below inspections are to be carried out at the interval 12 
Years after initial setting to service. 


 


   
2.1 ENGINE-TO-MGB COUPLING MET 


05.39.00.601 
 


 Para 3.4  
A 6035.3 POST INSPECTION 
   
3.1 Inspect for operation and leaks.   
   
3.2 Replace or close all applicable trim panels, covers, access and inspection 


doors/covers as necessary. 
  


   
3.3 Perform Functional Check Flight if required per AMC General Maintenance 


Manual, AS350 MM, or RFM as appropriate. 
  


   
3.4 Make an entry in the appropriate logbook (refer to the following page for wording of 


approval for return to service). 
  


   
 







AIR METHODS CORPORATION Eurocopter Model AS 350 B3 AAIP 
  


Page No: TR-2 
Revision: Temp Rev. 1 


Issue Date: 01//27/11 
SECTION::   A 6035 RT – AIRFRAME INSPECTION PROGRAM 


TYPE:  72 MONTH INSPECTION 
NOTE:  Calendar exceedance is restricted to 6 Months. These inspections are 


  to be carried out 12 years after initial setting to service. 
 
Upon satisfactory completion of each inspection item, the mechanic shall initial the pertinent space as provided.  All 
mechanics shall sign and initial, in the space provided, at the end of the form. 
 
At the completion of each inspection form, an A&P mechanic shall check the entire form for completion and then enter 
his/her signature, certificate type and number, and date in the space provided at the end of the form.  The same 
individual is also responsible for making the logbook entry shown at the conclusion of this inspection. 
 
I certify that I have inspected all the items initialed by me in accordance with Air Methods’ AS 350 B3 Approved Aircraft 
Inspection Program and found them to be in an airworthy condition except as may be noted in the Aircraft Logbook. 
 


   
INITIALS SIGNATURE CERTIFICATE TYPE & NUMBER 


   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   


 
I have reviewed this inspection form to verify that all items have been completed and have made an entry in the Aircraft 
Log Book. 
 


I certify that this aircraft has been inspected in accordance with Air Methods’ AS 350 B3 
AAIP – A 6035 RT – 72 Month Inspection and was determined to be in an airworthy 
condition. 


 
Registration No.: N End  Aircraft Ending Total Time:  


Aircraft S/N:  Date:  Aircraft Ending Total Cycles:  
 


Signature:   Certificate Type & No:  
 
 








AIR METHODS CORPORATION Eurocopter Model AS 350 B3 AAIP 
  


Page No: TR-1 
Revision: Temp Rev. 1 


Issue Date: 01//27/11 
SECTION::   A 6036 RT – AIRFRAME INSPECTION PROGRAM 


TYPE:  72 MONTH INSPECTION 
NOTE:  Calendar exceedance is restricted to 6 Months. These inspections are 


  to be carried out 12 years after initial setting to service. 
 


Registration No.: N Start  Aircraft Start Total Time:  
Aircraft S/N:  Date:  Aircraft Start Total Cycles:  


Reference:  AEC AS 350 B3 Maintenance Program 05.20.02 


 
  


MECHANIC’S 
INITIALS MAINTENANCE ACTION REFERENCE 


  
A 6036.1 GENERAL 
   
1.1 Logbook review for recorded discrepancies. Correct discrepancies on installed 


equipment. 
  


   
1.2 Ensure all applicable and required Special Inspections, Alert Service Bulletins 


(ASB’s), Engine Service Bulletins, and Airworthiness Directives (AD’s) are 
accomplished. 


  


   
1.3 Replace all life limited components that have completed published operating limits. AS350B3 MP  
   
1.4 Overhaul all components that have completed published operating limits. AS350B3 MP  
   
A 6036.2 ROTORS 60-00 


 
Effectivity: Normal climatic conditions. 
 
NOTE: The below inspections are to be carried out at the interval 12 
Years after initial setting to service. 


 


   
2.1 TAIL ROTOR DRIVE MET 


05.39.00.601 
 


 Para 3.5  
A 6036.3 POST INSPECTION 
   
3.1 Inspect for operation and leaks.   
   
3.2 Replace or close all applicable trim panels, covers, access and inspection 


doors/covers as necessary. 
  


   
3.3 Perform Functional Check Flight if required per AMC General Maintenance 


Manual, AS350 MM, or RFM as appropriate. 
  


   
3.4 Make an entry in the appropriate logbook (refer to the following page for wording of 


approval for return to service). 
  


   
 







AIR METHODS CORPORATION Eurocopter Model AS 350 B3 AAIP 
  


Page No: TR-2 
Revision: Temp Rev. 1 


Issue Date: 01//27/11 
SECTION::   A 6036 RT – AIRFRAME INSPECTION PROGRAM 


TYPE:  72 MONTH INSPECTION 
NOTE:  Calendar exceedance is restricted to 6 Months. These inspections are 


  to be carried out 12 years after initial setting to service. 
 
Upon satisfactory completion of each inspection item, the mechanic shall initial the pertinent space as provided.  All 
mechanics shall sign and initial, in the space provided, at the end of the form. 
 
At the completion of each inspection form, an A&P mechanic shall check the entire form for completion and then enter 
his/her signature, certificate type and number, and date in the space provided at the end of the form.  The same 
individual is also responsible for making the logbook entry shown at the conclusion of this inspection. 
 
I certify that I have inspected all the items initialed by me in accordance with Air Methods’ AS 350 B3 Approved Aircraft 
Inspection Program and found them to be in an airworthy condition except as may be noted in the Aircraft Logbook. 
 


   
INITIALS SIGNATURE CERTIFICATE TYPE & NUMBER 


   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   


 
I have reviewed this inspection form to verify that all items have been completed and have made an entry in the Aircraft 
Log Book. 
 


I certify that this aircraft has been inspected in accordance with Air Methods’ AS 350 B3 
AAIP – A 6036 RT – 72 Month Inspection and was determined to be in an airworthy 
condition. 


 
Registration No.: N End  Aircraft Ending Total Time:  


Aircraft S/N:  Date:  Aircraft Ending Total Cycles:  
 


Signature:   Certificate Type & No:  
 
 








AIR METHODS CORPORATION Eurocopter Model AS 350 B3 AAIP 
  


Page No: TR-1 
Revision: Temp Rev. 1 


Issue Date: 01//27/11 
SECTION::   A 6037 RT – AIRFRAME INSPECTION PROGRAM 


TYPE:  72 MONTH INSPECTION 
NOTE:  Calendar exceedance is restricted to 6 Months. These inspections are 


  to be carried out 12 years after initial setting to service. 
 


Registration No.: N Start  Aircraft Start Total Time:  
Aircraft S/N:  Date:  Aircraft Start Total Cycles:  


Reference:  AEC AS 350 B3 Maintenance Program 05.20.02 


 
  


MECHANIC’S 
INITIALS MAINTENANCE ACTION REFERENCE 


  
A 6037.1 GENERAL 
   
1.1 Logbook review for recorded discrepancies. Correct discrepancies on installed 


equipment. 
  


   
1.2 Ensure all applicable and required Special Inspections, Alert Service Bulletins 


(ASB’s), Engine Service Bulletins, and Airworthiness Directives (AD’s) are 
accomplished. 


  


   
1.3 Replace all life limited components that have completed published operating limits. AS350B3 MP  
   
1.4 Overhaul all components that have completed published operating limits. AS350B3 MP  
   
A 6037.2 ROTORS 60-00 


 
Effectivity: Normal climatic conditions. 
 
NOTE: The below inspections are to be carried out at the interval 12 
Years after initial setting to service. 


 


   
2.1 TAIL ROTOR TRANSMISSION MET 


05.39.00.601 
 


 Para 3.6  
A 6037.3 POST INSPECTION 
   
3.1 Inspect for operation and leaks.   
   
3.2 Replace or close all applicable trim panels, covers, access and inspection 


doors/covers as necessary. 
  


   
3.3 Perform Functional Check Flight if required per AMC General Maintenance 


Manual, AS350 MM, or RFM as appropriate. 
  


   
3.4 Make an entry in the appropriate logbook (refer to the following page for wording of 


approval for return to service). 
  


   
 







AIR METHODS CORPORATION Eurocopter Model AS 350 B3 AAIP 
  


Page No: TR-2 
Revision: Temp Rev. 1 


Issue Date: 01//27/11 
SECTION::   A 6037 RT – AIRFRAME INSPECTION PROGRAM 


TYPE:  72 MONTH INSPECTION 
NOTE:  Calendar exceedance is restricted to 6 Months. These inspections are 


  to be carried out 12 years after initial setting to service. 
 
Upon satisfactory completion of each inspection item, the mechanic shall initial the pertinent space as provided.  All 
mechanics shall sign and initial, in the space provided, at the end of the form. 
 
At the completion of each inspection form, an A&P mechanic shall check the entire form for completion and then enter 
his/her signature, certificate type and number, and date in the space provided at the end of the form.  The same 
individual is also responsible for making the logbook entry shown at the conclusion of this inspection. 
 
I certify that I have inspected all the items initialed by me in accordance with Air Methods’ AS 350 B3 Approved Aircraft 
Inspection Program and found them to be in an airworthy condition except as may be noted in the Aircraft Logbook. 
 


   
INITIALS SIGNATURE CERTIFICATE TYPE & NUMBER 


   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   


 
I have reviewed this inspection form to verify that all items have been completed and have made an entry in the Aircraft 
Log Book. 
 


I certify that this aircraft has been inspected in accordance with Air Methods’ AS 350 B3 
AAIP – A 6037 RT – 72 Month Inspection and was determined to be in an airworthy 
condition. 


 
Registration No.: N End  Aircraft Ending Total Time:  


Aircraft S/N:  Date:  Aircraft Ending Total Cycles:  
 


Signature:   Certificate Type & No:  
 
 








AIR METHODS CORPORATION EUROCOPTER MODEL AS 350 B3 AAIP 
  
  


Revision: TEMP REV #1 
Issue Date: 01/27/10 


  
 


TEMPORARY REVISION #1 
 


INSTRUCTIONS 
 


1. This Temporary Revision #1 separates out the inspection requirement of A6032RT. 
Please comply with A6032RT – A6037RT, depending on which component needs 
to be addressed.  


2. Place this instruction page front of each A603X RT inspection. 
3. Comply with each inspection as required. 
 


CAUTION:  DO NOT REMOVE THIS TEMPORARY UPDATE UNTIL INSTRUCTED TO DO SO AS 
PART OF: 
 


- A NORMAL UPDATE 
- A NEW TEMPORARY REVISION UPDATE SUPERSEDING THIS ONE 


 
DESCRIPTION 


 
1. This revision separates out several individual component inspections that were previously 


all under A6032RT, but may all be out of sync with the 72 month, do to overhauls and/or 
replacements. 


2. It also addresses all the individual component inspection under the Maintenance 
Manual MET 05.39.00.601 which is referenced in the Maintenance Program 6 Year 
inspection under ROTORS 60-00 


 
INCORPORATION 


 
Temporary Revision #1 will be incorporated in the AAIP as part of the next normal revision 








AIR METHODS CORPORATION EUROCOPTER MODEL AS 350 B3 AAIP 
  
  


Revision: TEMP REV #1 
Issue Date: 01/27/10 


  
 


TEMPORARY REVISION #1 
 


INSTRUCTIONS 
 


1. This Temporary Revision #1 updates Table 4.3.1 of the Title Preamble.  
2. Place this instruction page front of Page 4-6 of the current Rev 6 Preamble. 
3. Comply with each inspection interval as required. 
 


CAUTION:  DO NOT REMOVE THIS TEMPORARY UPDATE UNTIL INSTRUCTED TO DO SO AS 
PART OF: 
 


- A NORMAL UPDATE 
- A NEW TEMPORARY REVISION UPDATE SUPERSEDING THIS ONE 


 
DESCRIPTION 


 
1. This revision updates the Section 4, Table 4.3.1 of the Title Preamble due to the 


separating out of several individual component inspections that were previously all 
complied with under A6032RT. 


 
INCORPORATION 


 
Temporary Revision #1 to the Title Preamble Table 4.3.1 will be incorporated in the B3 AAIP as 
part of the next normal revision 








AIR METHODS CORPORATION EUROCOPTER MODEL AS 350 B3 AAIP 
  


Page No: v  
Revision: Revision 5 


Issue Date: 01/10/11 
 


 INDEX OF TEMPORARY REVISIONS 
 


This is a STAND ALONE document with its own numbering and approval system. No attempt will be made to 
incorporated temporary revision numbering changes on this page to the AAIP Table of Contents or List of Effected 
pages.  The Date Approved stamps at bottom of page will reflect dates of approval of most current temporary revision. 
 
The Index of Temporary Revisions will list the current AAIP Revision number – Temporary Item number (TR#), Section, 
Page, brief Description of the revision and date. The Temporary Revision (TR) shall be inserted before the affected 
page in the AAIP and complied with when completing the inspection interval. Temporary Revisions shall be maintained 
with the completed inspection intervals paperwork until 1) intervals next inspection, or 2) incorporated into AAIP. 
 
TR # Section  Page Description Date 


1 A6032RT All Broke out into 6 separate inspections 01/27/11 


1 Preamble 4-6 Added the additional inspections to Table 4.3.1 due to revision of A6032RT 01/27/11 


     


     


     


     


     


     


     


     


     


     


     


     


     


     


     


     


     


     


     


     


     


     


     


     


     


 
DATE: ____________________________ DATE: ___________________________ 


APPROVED: ____________________________ APPROVED: ___________________________ 
 DIRECTOR OF MAINTENANCE FAA PRINCIPAL AVIONICS INSPECTOR 
  


 DATE: ___________________________ 
 APPROVED: ___________________________ 


 FAA PRINCIPAL MAINTENANCE INSPECTOR 








AIR METHODS CORPORATION EUROCOPTER MODEL AS350 B3 AAIP
  


Page No: 4-6 
Revision: Temp Rev 1 


Issue Date: 01/27/11 
 


4.3.1 SECTION A - AIRFRAME SECTION: Applicable to Eurocopter Model AS350 B3 Maintenance Program (Continued) 


SECTION FREQUENCY 
  


A 4111 RT Every 5400 Hours, Restricted Tolerance to 300 Hours 
  


A 5010 Every 7 Days 
  


A 5090 Every 30 Days 
  


A 5210 Every 3 Months 
  


A 5330 Every 6 Months 
  


A 5450 Every 12 Months 
  


A 5611 NT Every 24 Months, No Tolerance 
  


A 5850 Every 48 Months 
  


A 5851 Every 48 Months 
  


A6031 RT Every 72 Months, Restricted Tolerance to 6 Months 
  


A6032RT Every 72 Months, Restricted Tolerance to 6 Months 
A6033RT Every 72 Months, Restricted Tolerance to 6 Months 
A6034RT Every 72 Months, Restricted Tolerance to 6 Months 
A6035RT Every 72 Months, Restricted Tolerance to 6 Months 
A6036RT Every 72 Months, Restricted Tolerance to 6 Months 
A6037RT Every 72 Months, Restricted Tolerance to 6 Months 


  
A6051 RT Every 144 Month, Restricted Tolerance to 6 Months 


  


4.3.2 SECTION B - POWERPLANT SECTION: Applicable Eurocopter AS350 2B/2B1 engine 


SECTION FREQUENCY 
  


B 0110 Every 20 Hours 
  


B 0230 Every 30 Hours 
  


B 0330 Every 50 Hours 
  


B 0810 Every 200 Hours 
  


B 1030 Every 300 Hours or 6 Months whichever comes first 
  


B 1611 RT Every 600 Hour, Restricted Tolerance to 50 Hours 
  


 
4.3.3 SECTION C - INSTRUCTIONS FOR CONTINUED AIRWORTHINESS: Applicable to Eurocopter Model AS350 Series ICA’s. 


SECTION FREQUENCY 
C 0001 Every 12 Months 


  
C 0002 Every 24 Months 


  
C 0330 Every 50 Hours 


  
C 0520 Every 100 Hours 


  
C 0521 Every 100 Hours 


  
C 0540 Every 100 Hours or  3 Months whichever comes first 


  
C 0560 Every 100 Hours or 12 Months whichever comes first 


  
C 0810 Every 200 Hours 


  





